EAP L SecTion county | OTAL | SHEET
399 | 36R-L,3TR-2 | TAZEWELL | 449 | 226
STA 7+663.000 T0 STA 10+011,000

FED, ROAD DIST. NO. 4 |ILLINOIS[FED. AID PROJECT

Contract No. 88859
SHT. $-29 of $-35

Illinois Department Page 1 of 2
of Transportation SOIL BORING LOG
Tsoe o Higwn Date __2/6/96
' RETAINING WALL BETWEEN QAKWOOD
ROUTE FA 399 (L 8 DESCRIPTION ROAD & SPRUCE ST LOGGED BY DLR
SECTION 36, 37R-1 LOCATION East Peorla, Ii, SEC. 26, TWP. 26N, RNG. 4W, 3rd PM,
Latitude , Longitude
COUNTY Tazewell DRILLING METHOD HSA - HAMMER TYPE AUTO
STRUCT. NO. D B U M Surface Water Elev. m D B U M
Station E L c o Stream Bed Elev. m E L ¢ Y
P (4] 8 I P 0 8 i
BORING NO. 14 Tw 8 | eroundwater Elev. T W 8
Station 7+991.8 H| 8 Q" T First Encounter NONE _m H 8 Qu T
Offset 9.30m LT %60 Upon Completlon NONE m 50
6round Surface Elev. ___ 18771 m || mm) | &Pa) | B || aAfter 24 Hrs. NONE* m (m) | mm) | &Pa) | (%)
SAND BACKFILL . Gray _| & |230] 12
. CLAY LOAM TILL (continued) 8 | S
] -1 3
™ -1 5 |237| 13
— — 7%
18649 | ]
Gray — 3 — ¢
CLAY LOAM TILL -L5 4 | 197 | 59 ~7.8
: 5 8| fine sand seams @ 7.47m _9; 125 13
] ] B
11 — .
T 1217 | 13 ' -
8 | B INEURS
S — 115
- 2 — 2
-3.0 4 3.0
7 237 B 14 |37 12
. 7 1%
— 1 — 5
- 3 T
I 22 15 _TTe 257 13
w 9|8
4.9 2 1, d Q 108 3
~4.57"4 ne sand seams 10,
7 2;’ 3 10.36m~10.82m 1 9 |296] 13
] _ 10 B
— 4 [230 13 -
S PO et 6209|160
] 1 91s
o2 120 2

The Unconfined Compressive Strength (UCS) Fallure Mode Is Indicated by (B-Bulge, $-Shear, P-Penetrometer)
The SPT (N value) Is the sum of the last two blow values In each sampling zone (AASHTO T206)
BBS, form 137 (Rev. 8~99)

Illinois Department Page 2 of 2
of Transportation SOIL BORING LOG
oo o igmam Date __2/6/96
RETAINING WALL BETWEEN OAKWOOD
ROUTE FA 399 (L 8) DESCRIPTION ROAD & SPRUCE ST LOGGED BY DLR
SECTION 36, 37R-1 LocaTion  _East Peoria, IL, SEC. 26, TWP. 26N, RNG. 4W, 3rd PM,
Latitude , Longltude
COUNTY Tazewsl DRILLING METHOD HSA HAMMER TYPE AUTO
STRUCT. NO. B B U | M g race Water Hlev. m
Station E L ¢ 0 Stream Bed Elev. m
P| O 8 1 )
BORING NO. . 4 T w 8 Groundwater Eleva
Station T+991.8 HY 8 G T First Encounter NONE _m
Offset 9.30m LT (59 Upon Completion NONE _m
Ground Surface Elev. __ 1B7.71 m || mm) | &Pe}| B || After 24 Hrs. NONE# m
Gray - les1] 13
CLAY LOAM TILL (continued) 10| g
— 3
—t 6 [237] 14
- 9 B
174,30
Gray. Medium 1 10
SAND — 24 2
173.84 36
+« No water, Hole collapsed at -1
174.91m e
End of Boring —
qsfé
-16.5]
-18.0
The Unconfined Compressive Strength (UCS) Fallure Mode Is Indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) Is the sum of the fast two blow values In each sampling zore (AASHTO T206)
: B88S, form 137 (Rev. 8-99)
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